
 

 

Technical  
Information 
 
 
 

PU Plast black 
 

 
black 1 min black 5 min black 3,5 min 

 Part A Part B Part A Part B Part A Part B 

Form liquid liquid liquid liquid liquid liquid 

Colour black copper black copper black copper 

Initial boiling point > 200°C > 300°C > 200°C > 300°C > 200°C > 300°C 

Flash point 182°C 205°C 182°C 205°C 182°C 205°C 

Vapour pressure 0,1 Pa 0,01 Pa 0,1 Pa 0,01 Pa 0,1 Pa 0,01 Pa 

Relative density 0,980 kg/l 1,170 kg/l 0,980 kg/l 1,170 kg/l 0,980 kg/l 1,170 kg/l 

Viscosity 
3500 
mPas 

3300 mPas 3500 
mPas 

3300 mPas 3500 mPas 3300 mPas 

Auto-ignition 
temperature 

- > 600°C 
- 

> 600°C - > 600°C 
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PU Plast clear 
 
 

 
clear 1 min clear 5 min 

 Part A Part B Part A Part B 

Form liquid liquid liquid liquid 

Colour yellowish straw-coloured yellowish straw-coloured 

Initial boiling point > 200°C > 300°C > 200°C > 300°C 

Flash point 182°C 205°C 182°C 205°C 

Vapour pressure 0,1 Pa 0,01 Pa 0,1 Pa 0,01 Pa 

Relative density 0,970 kg/l 1,140 kg/l 0,990 kg/l 1,220 kg/l 

Viscosity 1500 mPas 850 mPas 2000 mPas 2000 mPas 

Auto-ignition 
temperature 

- > 600°C 
- 

> 600°C 
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PU Plast grey 
 
 

 
grey 1 min 

 Part A Part B 

Form liquid liquid 

Colour grey straw-coloured 

Initial boiling point > 200°C > 300°C 

Flash point 182°C 205°C 

Vapour pressure 0,1 Pa 0,01 Pa 

Relative density 1,030 kg/l 1,220 kg/l 

Viscosity 7500 mPas 2000 mPas 

Auto-ignition 
temperature 

- > 600°C 

 
 


